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CONTRACTOR STAGING AREA
SEE GENERAL CONTRACT NOTE 5

MCAUTION!!

LINES AT STAGING AREA
ENTRANCES

AMA EMPLOYEE PARKING

EXISTING OVERHEAD POWER
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EXISTING AOA FENCE \

EXISTING PARKING CANOPIES
SEE GENERAL CONTRACT
NOTE 3 THIS SHEET

MAINTAIN PUBLIC ACCESS

READY AND RETURN LOT

TERMINAL EXIT RAMP

ROSENWALD DR

OUTDOOR
PARKING

CONSTRUCTION BARRICADES
SEE NOTE 4 AND C100

N

PROPOSED STRUCTURAL REPAIRS
TO MECHANICAL CHIMNEY
REFER TO STRUCTURAL PLANS FOR
MORE INFORMATION
EXISTING TERMINAL
MECHANICAL CHIMNEY
REMOVE AND REPLACE
SURROUNDING EXISTING SIDEWALK
SEE S101 FOR MORE INFORMATION

CONSTRUCTION WORK AREA

AIRPORT
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BUILDING
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GARAGE
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XXX
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EXISTING PARKING CANOPIES

WORK LIMITS
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PROJECT OVERVIEW
THIS PROJECT CONSISTS OF THE FOLLOWING:

INSTALLATION OF MECHANICAL FANS AND
ASSOCIATED ELECTRICAL INFRASTRUCTURE.

OTHER IMPROVEMENTS AS DESCRIBED AND DETAILED IN
THESE PLANS AND RELATED PROJECT MANUAL.

GENERAL CONTRACT NOTES

LIMITS OF WORK SHALL BE VERIFIED IN THE FIELD BY THE CONTRACTOR AND ENGINEER PRIOR TO
BEGINNING WORK.

ALL MATERIALS TO BE INSTALLED SHALL BE SUBMITTED TO THE ENGINEER FOR APPROVAL PRIOR TO ANY
INSTALLATION.

PROTECT EXISTING PARKING CANOPIES IN PLACE. ANY DAMAGE BY THE CONTRACTOR DURING
CONSTRUCTION MUST BE REPAIRED AT NO ADDITIONAL EXPENSE TO THE OWNER.

BARRICADES UTILIZED TO BLOCK TRAFFIC FROM THE CONSTRUCTION WORK ZONE MUST BE THE DRUM
AS SHOWN ON THE BARRICADE AND CONSTRUCTION CHANNELIZING DEVICES STANDARDS ON PLAN
SHEET C100. LONGITUDINAL CHANNELIZING DEVICES AS SHOWN ON SHEET C100 MAY BE USED IN LIEU OF
DRUMS. DETECTACLE PEDESTRIAN BARRICADES MUST BE UTILIZED TO BLOCK PEDESTRIAN TRAFFIC
ENTERING THE WORK AREA VIA THE SIDEWALK.

MAXIMUM ALLOWABLE EQUIPMENT HEIGHT WITHIN THE STAGING AREA IS 30 FEET.

MAXIMUM ALLOWABLE EQUIPMENT HEIGHT WITHIN DEMOLITION AREA IS 89 FEET ABOVE THE TERMINAL
BUILDING.
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